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O TYPICAL FLOOR PLAN KEYED NOTES:

TI.

T2.

T3.

T4.

T5.

To.

T7.

PROVIDE HALL PUSH BUTTON STATION, HALL
POSITION INDICATOR, ¢ HALL LANTERN @ EACH
OF THE (7) FLOORS SERVED.

THE EXISTING CAR GUIDES ¢ GUIDE RAILS ARE
TO REMAIN. CHECK FOR PLUMBNESS. ALIGN,
REFURBISH, ¢ CLEAN AS NECESSARY.

PROVIDE HOISTWAY DOOR HANGERS ¢ TRACK,
HOISTWAY DOOR INTERLOCKS, HOISTWAY DOOR
CLOSING ASSEMBLY, ¢ STAINLESS STEEL
HOISTWAY DOOR PANELS ¢ SIGHT GUARDS @
EACH OF THE (7) FLOORS SERVED.

PROVIDE CAR DOOR HANGERS ¢ TRACK,
STAINLESS STEEL CAR DOOR PANELS, DOOR
OPERATOR, ¢ DOOR REOPENING DEVICE.

PROVIDE ENTRANCE JAMB MARKING PLATES ON
BOTH SIDES OF THE ENTRANCE JAMB @ EACH
OF THE (7) FLOOR SERVED.

PROVIDE CAR OPERATING PANEL WITH INTEGRAL
CAR POSITION INDICATOR & EMERGENCY
COMMUNICATION PHONE.

PROVIDE 2-SPEED FAN MOUNTED TO CEILING OF
ELEVATOR CAR WITH OPERATION SWITCH IN THE
CAR-OPERATING PANEL.
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PENTHOUSE DEMOLITION PLAN
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() PENTHOUSE PLAN KEYED NOTES:

P1.

P3.

P4.
P5.

Po.

WELD (3) EVENLY SPACED 2"x%" BENT PLATES
TO EACH EXISTING LADDER STRINGER & ANCHOR
TO EXISTING CONCRETE WALL WITH %"¢
EXPANSION ANCHORS, 2" EMBED. LENGTH OF
BENT PLATE LEGS AS NECESSARY TO MAINTAIN
7" CLEAR SPACE NECESSARY BETWEEN LADDER
RUNGS ¢ NEW FACE OF WALL.

FIBERGLASS FACED GYPSUM BOARD ON 24"
RIGID INSULATION, TYPICAL. THE SPACE IS
ROUGHLY 9'-0" TALL.

PROVIDE GALVANIZED STEEL CAP & INSULATE
DUCT WITH 2" RIGID GLASS FIBER WITH FSK
JACKET.

REINSTALL EXISTING FIRE EXTINGUISHER.
PROVIDE ELEVATOR MOTOR ¢ HOIST ROPES.
ENSURE COMPATIBILITY WITH EXISTING
ELEVATOR MACHINE TO REMAIN.

PROVIDE MICROPROCESSOR BASED ELEVATOR
CONTROL SYSTEM IN CABINET.
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SOUTHEAST STAIR TOWER PENTHOUSE
MECHANICAL/ELECTRICAL PLAN

EXISTING

SCUPPER\[

]

EXISTING MEMBRANE
ROOF ON TAPERED
RIGID INSULATION

©

EXISTING

SCUPPER\[

©
N

EXISTING
ROOF HATCH

EXISTING
[ EXHAUST FAN

]

SOUTHEAST STAIR

TOWER ROOF DEMOLITION PLAN

1747=1"-0"

EXISTING MEMBRANE
ROOF ON TAPERED
RIGID INSULATION

©

1747=1-0"

O PENTHOUSE M/E PLAN KEYED NOTES:

M.

M2.

M3.

M4.

M5.
Mo6.

M7.

MS.

Ma.

PROVIDE LIGHT FIXTURE CHAIN-HUNG FROM ROOF
DECK. LIGHT FIXTURES SHALL BE LITHONIA
VRI-232-120-GEBIOPS-GLR-WLF OR EQUIVALENT.
MOUNT @ 8'-0" AFF. CONNECT TO EXISTING CIRCUIT.

NEW NEMA 4 RECEPTACLE, CONNECT TO EXISTING
CIRCUIT (BASE BID). PROVIDE NEMA 1| RECEPTACLE
IN DEDUCTIVE ALTERNATE 3.

NEW NEMA 4 LIGHT SWITCH, CONNECT TO EXISTING
CIRCUIT (BASE BID). PROVIDE NEMA 1| LIGHT SWITCH
IN DEDUCTIVE ALTERNATE 3.

EXISTING FIRE ALARM PANEL MOUNTED ON NEW
FIBERGLASS FACED GYPSUM BOARD. MOUNT IN NEW
NEMA 4 ENCLOSURE (BASE BID). MOUNT WITHOUT
NEMA 4 ENCLOSURE IN DEDUCTIVE ALTERNATE 3.

EXISTING SMOKE DETECTOR TO BE REINSTALLED.

USE EXISTING 30A, 3 POLE CIRCUIT BREAKER IN
PANEL 'A' FOR EUH-I.

USE EXISTING 20A, 1 POLE CIRCUIT BREAKER IN
PANEL 'C' FOR ELEVATOR MISCELLANEOUS POWER.

USE EXISTING ©0A, 3 POLE CIRCUIT BREAKER IN
PANEL 'A' FOR ELEVATOR POWER.

PROVIDE A NEW 20A, 2 POLE CIRCUIT BREAKER IN
EXISTING MAIN DISTRIBUTION PANEL 'A' FOR NEW CU-1
¢ AC-1 (SPLIT SYSTEM).

M10.

M.

Mi2.

Mi3.

Mi4.

M5,

PROVIDE LIGHT FIXTURE CHAIN-HUNG FROM ROOF
DECK. LIGHT FIXTURE SHALL BE LITHONIA
VRI-232-120-GEBIOPS-ELI40W-GLR-WLF OR
EQUIVALENT. MOUNT @ 8'-0" AFF. CONNECT TO
EXISTING CIRCUIT.

PROVIDE A NEW 30A, 3 POLE NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW UNIT HEATER (BASE BID).
FOR DEDUCTIVE ALTERNATE 3, REUSE EXISTING
FUSIBLE SAFETY SWITCH.

PROVIDE A NEW 30A, 1 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR MISCELLANEOUS
POWER (BASE BID). FOR DEDUCTIVE ALTERNATE 3,
REUSE EXISTING FUSIBLE SAFETY SWITCH.
COORDINATE DISCONNECT LOCATION WITH ELEVATOR
EQUIPMENT SUPPLIER.

PROVIDE A NEW 60A, 3 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR POWER (BASE BID).
FOR DEDUCTIVE ALTERNATE 3, REUSE EXISTING
FUSIBLE SAFETY SWITCH. COORDINATE DISCONNECT
LOCATION WITH ELEVATOR EQUIPMENT SUPPLIER.

PROVIDE A NEW 30A, 2 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW AC-1 (BASE BID). FOR
DEDUCTIVE ALTERNATE 3, PROVIDE A NEMA 1
FUSIBLE SAFETY SWITCH.

PROVIDE A NEW 30A, 2 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR CU-I.
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SOUTHEAST STAIR
TOWER ROOF PLAN
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() ROOF PLAN KEYED NOTES:

RI1.

PATCH METAL ROOF DECK (3" 22 GA.), RIGID
INSULATION (4" THICK), ¢ MEMBRANE ROOF AS
MADE NECESSARY BY REMOVAL OF MECHANICAL
EQUIPMENT. COORDINATE WITH THE CITY OF
SOUTH BEND AS NECESSARY TO MAINTAIN THE
CURRENT ROOF WARRANTY.

GENERAL DEMOLITION NOTES:

Dl.

D2.

D3.

D4.

D5.

Do.

D7.

D8.

Dio.

Dil.

Di2.

Di3.

D4,

Dib,

Die.

THE GENERAL CONTRACTOR SHALL COORDINATE
THE EXTENT OF THE REQUIRED DEMOLITION OF
THE EXISTING BUILDING AS REQUIRED TO
FACILITATE THE CONSTRUCTION OF THE
PROJECT AS SHOWN AS PART OF THIS WORK.

ALL DEMOLITION SHALL BE APPROVED BY THE
OWNER PRIOR TO COMMENCEMENT AND SHALL

BE PERFORMED AS UNDER REQUIREMENTS AND
APPROVAL OF THE LOCAL CODE JURISDICTIONS.

DEMOLITION KEYED NOTES:

REMOVE EXISTING ROOF ACCESS LADDER FROM
WALL. SALVAGE LADDER FOR REINSTALLATION.

REMOVE EXISTING UNIT HEATER ¢ THERMOSTAT.

REMOVE EXISTING ELEVATOR CONTROL CABINET
¢ ALL ASSOCIATED CONDUIT, RACEWAYS, ETC.

REMOVE EXISTING FIRE ALARM CONTROL PANEL.
SALVAGE FOR REINSTALLATION.

REMOVE EXISTING FIRE EXTINGUISHER.
SALVAGE FOR REINSTALLATION.

REMOVE EXISTING ELECTRICAL DISCONNECT
SWITCHES. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE 3.

REMOVE EXISTING ELEVATOR MOTOR. THE
REMAINDER OF THE EXISTING ELEVATOR
MACHINE IS TO REMAIN.

REMOVE EXISTING EXHAUST FAN, ROOF CURB,
DUCTS, GRILLE, ¢ CONTROLS.

REMOVE EXISTING ROOF TOP COOLING UNIT,
ROOF CURB, DUCTS, GRILLES, ¢ CONTROLS,
ETC.

REMOVE EXISTING MOTORIZED DAMPER ¢
CONTROLS.

REMOVE EXISTING LIGHT FIXTURE.

REMOVE EXISTING SIGNAL FIXTURES, HOISTWAY
DOOR PANELS ¢ ASSOCIATED EQUIPMENT, ¢
JAMB MARKING PLATES WHERE NEW WILL BE
PROVIDED @ EACH OF THE (7) FLOOR SERVED.
COORDINATE WITH TYPICAL SOUTHEAST STAIR
TOWER FLOOR PLAN.

REMOVE EXISTING CAR DOOR PANELS,
ASSOCIATED EQUIPMENT, ¢ CAR OPERATING
PANEL.

REMOVE EXISTING RECEPTACLE.

REMOVE EXISTING SMOKE DETECTOR. SALVAGE
FOR REINSTALLATION.

REMOVE EXISTING LIGHT SWITCH.

GENERAL NOTES:

DIMENSIONS PRECEDED BY + MUST BE
VERIFIED ¢ ALL NECESSARY ADJUSTMENTS
MADE PRIOR TO FABRICATION ¢/0OR
INSTALLATION OF AFFECTED WORK.

THESE DRAWINGS ARE DIAGRAMMATIC IN
NATURE ¢ ARE INTENDED TO PORTRAY THE
GENERAL SCOPE OF THE WORK. THE DRAWINGS
MUST BE UTILIZED IN COORDINATION WITH THE
SPECIFICATIONS IN ORDER TO FULLY
ENCOMPASS THE TOTAL SCOPE OF WORK.

PROVIDE ALL NEW ELEVATOR PENTHOUSE,
HOISTWAY, ¢ CAR WIRING. NO EXISTING WIRING
IS TO BE REUSED.

NORTHWEST J
STAIR TOWER

SOUTHEAST /
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WAYNE STREET
KEY PLAN
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Tarl
Wialker
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TYPICAL NORTHWEST
STAIR TOWER FLOOR PLAN
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(O TYPICAL FLOOR PLAN KEYED NOTES:

T1. PROVIDE HALL PUSH BUTTON STATION, HALL
POSITION INDICATOR, & HALL LANTERN @ EACH
OF THE (7) FLOORS SERVED.

T2. THE EXISTING CAR GUIDES ¢ GUIDE RAILS ARE
TO REMAIN. CHECK FOR PLUMBNESS. ALIGN,
REFURBISH, ¢ CLEAN AS NECESSARY.

T3. PROVIDE HOISTWAY DOOR HANGERS & TRACK,
HOISTWAY DOOR INTERLOCKS, HOISTWAY DOOR
CLOSING ASSEMBLY, ¢ STAINLESS STEEL
HOISTWAY DOOR PANELS & SIGHT GUARDS @
EACH OF THE (7) FLOORS SERVED.

T4. PROVIDE CAR DOOR HANGERS ¢ TRACK,
STAINLESS STEEL CAR DOOR PANELS, DOOR
OPERATOR, & DOOR REOPENING DEVICE. NOTE
THAT THIS ELEVATOR 1S FRONT OPENING ON (6)
FLOORS ¢ REAR OPENING ON (1) FLOOR.

T5. PROVIDE ENTRANCE JAMB MARKING PLATES ON
BOTH SIDES OF THE ENTRANCE JAMB @ EACH
OF THE (7) FLOOR SERVED.

Te. PROVIDE CAR OPERATING PANEL WITH INTEGRAL
CAR POSITION INDICATOR & EMERGENCY
COMMUNICATION PHONE.

T7. PROVIDE 2-SPEED FAN MOUNTED TO CEILING OF
ELEVATOR CAR WITH OPERATION SWITCH IN THE
CAR-OPERATING PANEL.
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NORTHWEST STAIR TOWER
PENTHOUSE FLOOR PLAN
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() PENTHOUSE PLAN KEYED NOTES:

Pl.  WELD (3) EVENLY SPACED 2"x3%" BENT PLATES
TO EACH EXISTING LADDER STRINGER & ANCHOR
TO EXISTING CONCRETE WALL WITH 3"¢
EXPANSION ANCHORS, 2" EMBED. LENGTH OF
BENT PLATE LEGS AS NECESSARY TO MAINTAIN
7" CLEAR SPACE NECESSARY BETWEEN LADDER
RUNGS ¢ NEW FACE OF WALL.

P2. FIBERGLASS FACED GYPSUM BOARD ON 24"
RIGID INSULATION, TYPICAL. THE SPACE IS
ROUGHLY 9'-0" TALL.

P3. PROVIDE GALVANIZED STEEL CAP & INSULATE
DUCT WITH 2" RIGID GLASS FIBER WITH FSK
JACKET.

P4. REINSTALL EXISTING FIRE EXTINGUISHER.
P5. PROVIDE ELEVATOR MOTOR & HOIST ROPES.
ENSURE COMPATIBILITY WITH EXISTING

ELEVATOR MACHINE TO REMAIN.

P6e. PROVIDE MICROPROCESSOR BASED ELEVATOR
CONTROL SYSTEM IN CABINET.
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NORTHWEST STAIR TOWER PENTHOUSE
MECHANICAL/ELECTRICAL PLAN

®
EXISTING
PANEL 'A'

A-40,42

/ EXISTING

SCUPPER\
|

EXISTING

ROOF HATCH \ =

\

/

\ EXISTING

EXHAUST FAN

I/4Il=ll_oll

() PENTHOUSE M/E PLAN KEYED NOTES:

Mi. PROVIDE LIGHT FIXTURE, CHAIN-HUNG FROM ROOF
DECK. LIGHT FIXTURE SHALL BE LITHONIA
VRI-232-120-GEBIOPS-GLR-WLF OR EQUIVALENT.
MOUNT @ 8'-0" AFF. CONNECT TO EXISTING
CIRCUIT.

M2. NEW NEMA 4 RECEPTACLE, CONNECT TO EXISTING
CIRCUIT (BASE BID). PROVIDE NEMA | RECEPTACLE
AS PART OF DEDUCTIVE ALTERNATE 4.

M3. NEW NEMA 4 LIGHT SWITCH, CONNECT TO EXISTING
CIRCUIT (BASE BID). PROVIDE NEMA 1 LIGHT
SWITCH AS PART OF DEDUCTIVE ALTERNATE 4.

M4. EXISTING FIRE ALARM PANEL MOUNTED ON NEW
FIBERGLASS FACED GYPSUM BOARD. MOUNT IN
NEW NEMA 4 ENCLOSURE (BASE BID). MOUNT
WITHOUT NEW NEMA 4 ENCLOSURE AS PART OF
DEDUCTIVE ALTERNATE 4.

M5. EXISTING SMOKE DETECTOR REINSTALLED.

Me. USE EXISTING 30A, 3 POLE CIRCUIT BREAKER IN
PANEL 'A' FOR EUH-I1.

M7. USE EXISTING 20A, 1 POLE CIRCUIT BREAKER IN
PANEL 'C' FOR ELEVATOR MISCELLANEOUS POWER.

M&. USE EXISTING 60A, 3 POLE CIRCUIT BREAKER IN
PANEL 'A' FOR ELEVATOR POWER.

MI10.

M.

Mi2.

Mi3.

Mi4.

Mi5.

PROVIDE A NEW 20A, 2 POLE CIRCUIT BREAKER IN
EXISTING MAIN DISTRIBUTION PANEL 'A' FOR NEW
CU-1 ¢ AC-1 (SPLIT SYSTEM).

PROVIDE LIGHT FIXTURE CHAIN-HUNG FROM ROOF
DECK. LIGHT FIXTURE SHALL BE LITHONIA
VRI-232-120-GEBIOPS-ELI40W-GLR-WLF OR
EQUIVALENT. MOUNT @ 8'-0" AFF. CONNECT TO
EXISTING CIRCUIT.

PROVIDE A NEW 30A, 3 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW UNIT HEATER (BASE BID).
FOR DEDUCTIVE ALTERNATE 4, REUSE EXISTING
FUSIBLE SAFETY SWITCH.

PROVIDE A NEW 30A, 1 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR MISCELLANEOUS
POWER (BASE BID). FOR DEDUCTIVE ALTERNATE 4,
REUSE EXISTING FUSIBLE SAFETY SWITCH.
COORDINATE DISCONNECT LOCATION WITH ELEVATOR
EQUIPMENT SUPPLIER.

PROVIDE A NEW 60A, 3 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR POWER (BASE BID).
FOR DEDUCTIVE ALTERNATE 4, REUSE EXISTING
FUSIBLE SAFETY SWITCH. COORDINATE DISCONNECT
LOCATION WITH ELEVATOR EQUIPMENT SUPPLIER.

PROVIDE A NEW 30A, 2 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW AC-1 (BASE BID). FOR
DEDUCTIVE ALTERNATE 4, PROVIDE A NEMA |
FUSIBLE SAFETY SWITCH.

PROVIDE A NEW 30A, 2 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW CU-I.

NORTHWEST STAIR
TOWER ROOF PLAN

1/74"=1'-0"

() ROOF PLAN KEYED NOTES:

RI. PATCH METAL ROOF DECK (3" 22 GA.), RIGID
INSULATION (4" THICK), ¢ MEMBRANE ROOF AS
MADE NECESSARY BY REMOVAL OF MECHANICAL
EQUIPMENT. COORDINATE WITH THE CITY OF
SOUTH BEND AS NECESSARY TO MAINTAIN THE
CURRENT ROOF WARRANTY.

GENERAL DEMOLITION NOTES:

Dl.

D2.

D3.

D4.

Db.

Do.

D7.

D8.

Dio.

Dil.

Di2.

Di3.

Di4.

Di5.

Die.

GENERAL NOTES:

THE GENERAL CONTRACTOR SHALL COORDINATE
THE EXTENT OF THE REQUIRED DEMOLITION OF
THE EXISTING BUILDING AS REQUIRED TO
FACILITATE THE CONSTRUCTION OF THE
PROJECT AS SHOWN AS PART OF THIS WORK.

B

YCE

& ASSOCIATES, INC.
ENGINEERS | ARCHITECTS

487 PORTAGE STREET
KALAMAZOO, MI 49007

CORPORATE@BYCE.COM

ALL DEMOLITION SHALL BE APPROVED BY THE
OWNER PRIOR TO COMMENCEMENT AND SHALL

BE PERFORMED AS UNDER REQUIREMENTS AND
APPROVAL OF THE LOCAL CODE JURISDICTIONS.

WwWw.BYCE.cOM

TEL: 269-381-6170
FAX: 269-381-6176

DEMOLITION KEYED NOTES:

REMOVE EXISTING ROOF ACCESS LADDER FROM
WALL. SALVAGE LADDER FOR REINSTALLATION.

REMOVE EXISTING UNIT HEATER ¢ THERMOSTAT.

Tarl
Walker

5136 Lovers Lane
Suite 200

www.carlwalker.com

REMOVE EXISTING ELEVATOR CONTROL CABINET

Kalamazoo Michigan 49002
Phone (269) 381-2222
Fax (269) 381-6422

¢ ALL ASSOCIATED CONDUIT, RACEWAYS, ETC.

REMOVE EXISTING FIRE ALARM CONTROL PANEL
FROM BELOW EXISTING ELECTRICAL DISCONNECT
SWITCH. SALVAGE FOR REINSTALLATION.

REMOVE EXISTING FIRE EXTINGUISHER.
SALVAGE FOR REINSTALLATION.

REMOVE EXISTING ELECTRICAL DISCONNECT
SWITCHES. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE 4.

REMOVE EXISTING ELEVATOR MOTOR. THE
REMAINDER OF THE EXISTING ELEVATOR
MACHINE IS TO REMAIN.

REMOVE EXISTING EXHAUST FAN, ROOF CURB,
DUCTS, GRILLE, ¢ CONTROLS.

REMOVE EXISTING ROOF TOP COOLING UNIT,

ROOF CURB, DUCTS, GRILLES, ¢ CONTROLS,
ETC.

REMOVE EXISTING MOTORIZED DAMPER ¢
CONTROLS.

REMOVE EXISTING LIGHT FIXTURE.

REMOVE EXISTING SIGNAL FIXTURES, HOISTWAY
DOOR PANELS ¢ ASSOCIATED EQUIPMENT, ¢
JAMB MARKING PLATES WHERE NEW WILL BE
PROVIDED @ EACH OF THE (7) FLOOR SERVED.
COORDINATE WITH TYPICAL NORTHWEST STAIR
TOWER FLOOR PLAN.

REMOVE EXISTING CAR DOOR PANELS,
ASSOCIATED EQUIPMENT, ¢ CAR OPERATING
PANEL.

REMOVE EXISTING RECEPTACLE.

REMOVE EXISTING SMOKE DETECTOR. SALVAGE
FOR REINSTALLATION.

REMOVE EXISTING LIGHT SWITCH.

DIMENSIONS PRECEDED BY * MUST BE
VERIFIED ¢ ALL NECESSARY ADJUSTMENTS
MADE PRIOR TO FABRICATION 4/0R
INSTALLATION OF AFFECTED WORK.

City of South Bend
2016 Parking Garage Improvements

THESE DRAWINGS ARE DIAGRAMMATIC IN
NATURE ¢ ARE INTENDED TO PORTRAY THE
GENERAL SCOPE OF THE WORK. THE DRAWINGS
MUST BE UTILIZED IN COORDINATION WITH THE
SPECIFICATIONS IN ORDER TO FULLY
ENCOMPASS THE TOTAL SCOPE OF WORK.

PROVIDE ALL NEW ELEVATOR PENTHOUSE,
HOISTWAY, & CAR WIRING. NO EXISTING WIRING
IS TO BE REUSED.

South Bend, Indiana

City of South Bend

Project Number 115-143
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STAIR TOWER
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/ 1\ PENTHOUSE SECTION

\y 1/4"=1'-0"

EXISTING CONCRETE
WALL, TYPICAL

—

i_ql_4ll

STAIR TOWER 1
PENTHOUSE DEMOLITION PLAN

o

GENERAL DEMOLITION NOTES:

1. THE GENERAL CONTRACTOR SHALL COORDINATE
THE EXTENT OF THE REQUIRED DEMOLITION OF
THE EXISTING BUILDING AS REQUIRED TO
FACILITATE THE CONSTRUCTION OF THE
PROJECT AS SHOWN AS PART OF THIS WORK.

2. ALL DEMOLITION SHALL BE APPROVED BY THE
OWNER PRIOR TO COMMENCEMENT AND SHALL
BE PERFORMED AS UNDER REQUIREMENTS AND
APPROVAL OF THE LOCAL CODE JURISDICTIONS.

O DEMOLITION KEYED NOTES:

DI. REMOVE EXISTING UNIT HEATER 4 THERMOSTAT.

D2. REMOVE EXISTING ELEVATOR CONTROL CABINET
¢ ALL ASSOCIATED CONDUIT, RACEWAYS, ETC.

D3. REMOVE EXISTING FIRE ALARM STROBE ¢ PULL
STATION. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE NO.5.

D4. REMOVE EXISTING FIRE EXTINGUISHER.
SALVAGE FOR REINSTALLATION AS PART OF
DEDUCTIVE ALTERNATE NO.5.

D5. REMOVE EXISTING ELECTRICAL DISCONNECT
SWITCHES. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE NO.5.

De. REMOVE EXISTING ELEVATOR MOTOR.

D7. REMOVE EXISTING THROUGH WALL AIR
CONDITIONING UNIT.

D&. REMOVE EXISTING LIGHT FIXTURES. SALVAGE
FOR REINSTALLATION AS PART OF DEDUCTIVE
ALTERNATE NO.5.

DA. REMOVE EXISTING SIGNAL FIXTURES, HOISTWAY
DOOR PANELS & ASSOCIATED EQUIPMENT, ¢
JAMB MARKING PLATES WHERE NEW WILL BE
PROVIDED @ EACH OF THE (7) FLOOR SERVED.
COORDINATE WITH TYPICAL STAIR TOWER 1

FLOOR PLAN.

D10. REMOVE EXISTING CAR DOOR PANELS,
ASSOCIATED EQUIPMENT, ¢ CAR OPERATING
PANEL.

Dill. REMOVE EXISTING RECEPTACLE.

D12. REMOVE EXISTING SMOKE DETECTOR. SALVAGE
FOR REINSTALLATION.

@ D13. REMOVE EXISTING LIGHT SWITCH.

AN

I/4“=|I—0“

EXISTING
PANEL 'LP—I'<PE>E N
Ml

® P8

O PENTHOUSE M/E PLAN KEYED NOTES:

M. PROVIDE 2 TON COOLING CAPACITY THROUGH
IS TING WALL AIR CONDITIONING UNIT. NEW UNIT MUST
MO EANEL TP FIT EXISTING WALL OPENING. PROVIDE INFILL
- OF OPENING IF REQUIRED.
M EXTING o M2. PROVIDE NEW LIGHT FIXTURE (BASE BID). LIGHT

L~

O,

A\

FIXTURE SHALL BE LITHONIA

#VRI-232-120-GEBIOPS-GLR-WLF OR
EQUIVALENT. FOR DEDUCTIVE ALTERNATE NO.5,
RE-USE EXISTING LIGHT FIXTURE. SUPPORT
LIGHT FIXTURE FROM NEW CEILING AND CONNECT

TO EXISTING CIRCUIT.

M3. NEW NEMA 4 RECEPTACLE AND CONNECT TO

EXISTING CIRCUIT.

M4. NEW NEMA 4, 208 VOLT, 1 PHASE RECEPTACLE
(BASE BID). PROVIDE NEMA 1 RECEPTACLE AS
PART OF DEDUCTIVE ALTERNATE NO.5. CONNECT
TO EXISTING CIRCUITS. RECEPTACLE
CONFIGURATION SHALL MATCH AIR CONDITIONER

PLUG.

STAIR TOWER 1 PENTHOUSE
MECHANICAL/ELECTRICAL PLAN

I/4II=II_OII

M5.

NEW NEMA 4 LIGHT SWITCH (BASE BID).
PROVIDE NEMA 1 LIGHT SWITCH AS PART OF
DEDUCTIVE ALTERNATE NO.5. CONNECT TO
EXISTING CIRCUIT.

Mo.
M7.

M9.

MAa.

Mi0.

Mil.

Mi2.

—Up-
—DOWN -

EXISTING CONCRETE
WALL, TYPICAL

1]
1

EXISTING @
ELEVATOR

A\

(2

O, ®

TYPICAL STAIR TOWER 1

FLOOR PLAN

1747=1-0"

(O TYPICAL FLOOR PLAN KEYED NOTES:

TI.

T2.

T3.

T4.

T5.

Te.

T7.

EXISTING SMOKE DETECTOR REINSTALLED.

USE EXISTING 25A, 1 POLE CIRCUIT BREAKER IN
LANEL 'LP-1'" FOR EUH-2.

PROVIDE HALL PUSH BUTTON STATION, HALL
POSITION INDICATOR, ¢ HALL LANTERN @ EACH
OF THE (7) FLOORS SERVED.

THE EXISTING CAR GUIDES ¢ GUIDE RAILS ARE
TO REMAIN. CHECK FOR PLUMBNESS. ALIGN,
REFURBISH, ¢ CLEAN AS NECESSARY.

PROVIDE HOISTWAY DOOR HANGERS ¢ TRACK,
HOISTWAY DOOR INTERLOCKS, HOISTWAY DOOR
CLOSING ASSEMBLY, ¢ STAINLESS STEEL
HOISTWAY DOOR PANELS ¢ SIGHT GUARDS @
EACH OF THE (7) FLOORS SERVED.

PROVIDE CAR DOOR HANGERS & TRACK,
STAINLESS STEEL CAR DOOR PANELS, DOOR
OPERATOR, ¢ DOOR REOPENING DEVICE.

PROVIDE ENTRANCE JAMB MARKING PLATES ON
BOTH SIDES OF THE ENTRANCE JAMB @ EACH
OF THE (7) FLOOR SERVED.

PROVIDE CAR OPERATING PANEL WITH INTEGRAL
CAR POSITION INDICATOR ¢ EMERGENCY
COMMUNICATION PHONE.

PROVIDE 2-SPEED FAN MOUNTED TO CEILING OF
ELEVATOR CAR WITH OPERATION SWITCH IN THE
CAR-OPERATING PANEL.

EXISTING CONCRETE
WALL, TYPICAL

—

—DOWN -

+9'—4"

P1.

P2.
P3.
P4.

® & ©

STAIR TOWER 1
PENTHOUSE FLOOR PLAN

GENERAL NOTES:

I/4“=|I—0“

PENTHOUSE PLAN KEYED NOTES:

FIBERGLASS FACED GYPSUM BOARD ON 24"
RIGID INSULATION, TYPICAL.

REINSTALL EXISTING FIRE EXTINGUISHER.
PROVIDE ELEVATOR MOTOR 4 HOIST ROPES.

PROVIDE MICROPROCESSOR BASED ELEVATOR
CONTROL SYSTEM IN CABINET.

Mi3. PROVIDE A NEW 100A, 3 POLE, NEMA 4 FUSIBLE

SAFETY SWITCH FOR ELEVATOR POWER (BASE

BID). FOR DEDUCTIVE ALTERNATE NO.5, RE-USE

EXISTING FUSIBLE SAFETY SWITCH. COORDINATE

1. DIMENSIONS PRECEDED BY + MUST BE
VERIFIED ¢ ALL NECESSARY ADJUSTMENTS
MADE PRIOR TO FABRICATION ¢/0OR
INSTALLATION OF AFFECTED WORK.

2. THESE DRAWINGS ARE DIAGRAMMATIC IN
NATURE ¢ ARE INTENDED TO PORTRAY THE
GENERAL SCOPE OF THE WORK. THE DRAWINGS
MUST BE UTILIZED IN COORDINATION WITH THE
SPECIFICATIONS IN ORDER TO FULLY
ENCOMPASS THE TOTAL SCOPE OF WORK.

3. PROVIDE ALL NEW ELEVATOR PENTHOUSE,

HOISTWAY, & CAR WIRING. NO EXISTING WIRING
IS TO BE REUSED.

ALTERNATE 1:

1. REMOVE ¢ REPLACE ROOF AS NECESSARY TO
REPLACE ELEVATOR MACHINE.

STAIR TOWER 2 —

USE EXISTING 20A, 1 POLE CIRCUIT BREAKER IN
PANEL 'RP-1' FOR ELEVATOR MISCELLANEOUS
POWER.

USE EXISTING 100A, 3 POLE CIRCUIT BREAKER IN
PANEL 'MDP' FOR ELEVATOR POWER.

PROVIDE NEW LIGHT FIXTURE (BASE-BID).
LIGHT FIXTURE SHALL BE
LITHONIA#VRI-232-120-GEBIOPS-ELI40W-GLR-WLF
OR EQUIVALENT. FOR DEDUCTIVE ALTERNATE
NO.5, RE-USE EXISTING LIGHT FIXTURE.
SUPPORT LIGHT FIXTURE FROM NEW CEILING
AND CONNECT TO EXISTING CIRCUIT.

PROVIDE A NEW 30A, 3 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR NEW UNIT HEATER (BASE

BID) FOR DEDUCTIVE ALTERNATE NO.5, RE-USE
EXISTING FUSIBLE SAFETY SWITCH.

Mi4.

Mib.

DISCONNECT LOCATION WITH ELEVATOR
EQUIPMENT SUPPLIER.

PROVIDE A NEW NEMA 4 FIRE ALARM PULL
STATION (BASE BID). NEW PULL STATION
MANUFACTURER SHALL BE THE SAME AS
EXISTING. FOR DEDUCTIVE ALTERNATE NO.5,
RE-USE EXISTING FIRE ALARM PULL STATION.

PROVIDE A NEW NEMA 4, 15 CANDELA FIRE
ALARM HORN/STROBE (BASE BID). NEW
HORN/STROBE MANUFACTURER SHALL BE THE
SAME AS EXISTING. FOR DEDUCTIVE ALTERNATE
NO.5, RE-USE EXISTING FIRE ALARM
HORN/STROBE.

STAIR TOWER l—\

[

PROVIDE A NEW 30A, 1 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR MISCELLANEOUS

POWER

(BASE BID). FOR DEDUCTIVE

ALTERNATE NO.5, RE-USE EXISTING FUSIBLE
SAFETY SWITCH, COORDINATE DISCONNECT
LOCATION WITH ELEVATOR EQUIPMENT SUPPLIER.

4. LEIGHTON PLAZA
KEY PLAN

I“=8OI—O.
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¢ UP -

@

EXISTING
ELEVATOR

@

TI.

T2.

T3.

T4.

TYPICAL STAIR TOWER 2 DEMOLITION PLAN
1/47=1"-0"
®
| * L
¢ UP
I/ ELEVATOR
@
— DOWN —
@

TYPICAL STAIR TOWER 2 FLOOR PLAN

ZIE

TYPICAL FLOOR PLAN KEYED NOTES:

PROVIDE HALL PUSH BUTTON STATION, HALL
POSITION INDICATOR, ¢ HALL LANTERN @ EACH
OF THE (7) FLOORS SERVED.

THE EXISTING CAR GUIDES ¢ GUIDE RAILS ARE
TO REMAIN. CHECK FOR PLUMBNESS. ALIGN,
REFURBISH, ¢ CLEAN AS NECESSARY.

PROVIDE HOISTWAY DOOR HANGERS ¢ TRACK,
HOISTWAY DOOR INTERLOCKS, HOISTWAY DOOR
CLOSING ASSEMBLY, ¢ STAINLESS STEEL
HOISTWAY DOOR PANELS ¢ SIGHT GUARDS @
EACH OF THE (7) FLOORS SERVED.

PROVIDE CAR DOOR HANGERS ¢ TRACK,
STAINLESS STEEL CAR DOOR PANELS, DOOR
OPERATOR, ¢ DOOR REOPENING DEVICE. NOTE
THAT THIS ELEVATOR 15 FRONT OPENING ON
(6) FLOORS ¢ REAR OPENING ON (1) FLOOR.

T5. PROVIDE ENTRANCE JAMB MARKING PLATES ON
BOTH SIDES OF THE ENTRANCE JAMB @ EACH
OF THE (7) FLOOR SERVED.

Te. PROVIDE CAR OPERATING PANEL WITH INTEGRAL
CAR POSITION INDICATOR ¢ EMERGENCY
COMMUNICATION PHONE.

T7. PROVIDE 2-SPEED FAN MOUNTED TO CEILING OF
ELEVATOR CAR WITH OPERATION SWITCH IN THE
CAR-OPERATING PANEL.

() PENTHOUSE M/E PLAN KEYED NOTES:

M.

M2.

M3.

M4.

PROVIDE 2 TON COOLING CAPACITY THROUGH WALL
AIR CONDITIONING UNIT. NEW UNIT MUST FIT
EXISTING WALL OPENING. PROVIDE INFILL OF
OPENING IF REQUIRED.

PROVIDE NEW LIGHT FIXTURE (BASE BID). LIGHT
FIXTURE SHALL BE LITHONIA
#VRI-232-120-GEBIOPS-GLR-WLF OR EQUIVALENT.
FOR DEDUCTIVE ALTERNATE NO.6 RE-USE EXISTING
LIGHT FIXTURE. SUPPORT LIGHT FIXTURE FROM NEW
CEILING AND CONNECT TO EXISTING CIRCUIT.

NEW NEMA 4 RECEPTACLE (BASE BID). PROVIDE
NEMA 1 RECEPTACLE AS PART OF DEDUCTIVE
ALTERNATE NO.6. CONNECT TO EXISTING CIRCUIT.

NEW NEMA 4, 208V, 1 PHASE RECEPTACLE (BASE
BID). PROVIDE NEMA 1| RECEPTACLE AS PART OF
DEDUCTIVE ALTERNATE NO.e. CONNECT TO
EXISTING CIRCUIT.

EXISTING CONCRETE
/ WALL, TYPICAL

EXISTING ALUMINUM
/FRAMED IWINDOW

EXISTING CONCRETE
/WALL, TYPICAL

EXISTING ALUMINUM
/ FRAMED WINDOW

M5.

Mé.

M7.

MS.

MAa.

Mio.

£7'-10"

EXISTING CONCRETE
/NALL, TYPICAL

POeP

< DOWN —

CTIC]

|| <::>/r<@

—-_—d
@
+8'-4"

A\

STAIR TOWER 2 PENTHOUSE DEMOLITION PLAN

174"=1-0"

+7'-16"

EXISTING CONCRETE
/NALL, TYPICAL

- DOWN — 4

i_al_4ll

>Q

A\

STAIR TOWER 2 PENTHOUSE FLOOR PLAN

I/4II=II_0II

() PENTHOUSE PLAN KEYED NOTES:

Pl. FIBERGLASS FACED GYPSUM BOARD ON 24"
RIGID INSULATION, TYPICAL.

P2. REINSTALL EXISTING FIRE EXTINGUISHER.

P3. PROVIDE ELEVATOR MOTOR & HOIST ROPES.

P4. PROVIDE MICROPROCESSOR BASED ELEVATOR
CONTROL SYSTEM IN CABINET.

EXISTING /\% EUH-2
Q19 BANEL TP )

@ EXISTING
PANEL 'RP-1'

MECHANICAL/ELECTRICAL PLAN

A\ STAIR TOWER 2 PENTHOUSE
N

1/8“=|I—0“

NEW NEMA 4 LIGHT SWITCH (BASE BID). PROVIDE
NEMA 1 LIGHT SWITCH AS PART OF DEDUCTIVE
ALTERNATE NO.6. CONNECT TO EXISTING CIRCUIT.

EXISTING SMOKE DETECTOR REINSTALLED.

USE EXISTING 25A, 1 POLE CIRCUIT BREAKER IN
PANEL 'LP-1' FOR EUH-2.

USE EXISTING 20A, 1 POLE CIRCUIT BREAKER IN
PANEL 'RP-1' FOR ELEVATOR MISC. POWER.

USE EXISTING 100A, 3 POLE CIRCUIT BREAKER IN
PANEL '™MDP' FOR ELEVATOR POWER.

PROVIDE NEW LIGHT FIXTURE (BASE BID). LIGHT
FIXTURE SHALL BE LITHONIA
#VRI-232-120-GEBIOPS-ELI40WO-GLR-WLF OR
EQUIVALENT. FOR DEDUCTIVE ALTERNATE NO.6,
RE-USE EXISTING LIGHT FIXTURE. SUPPORT LIGHT
FIXTURE FROM NEW CEILING AND CONNECT TO
EXISTING CIRCUIT.

M.

Mi2.

Mi3.

PROVIDE A NEW 30A, 3 POLE, NEMA 4 FUSIBLE

SAFETY SWITCH FOR NEW UNIT HEATER (BASE BID).

FOR DEDUCTIVE ALTERNATE NO.6, RE-USE EXISTING
FUSIBLE SAFETY SWITCH.

PROVIDE A NEW 30A, 1 POLE, NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR MISCELLANEOUS
POWER (BASE BID). FOR DEDUCTIVE ALTERNATE
NO.6, RE-USE EXISTING FUSIBLE SAFETY SWITCH.
COORDINATE DISCONNECT LOCATION WITH ELEVATOR
EQUIPMENT SUPPLIER.

PROVIDE A NEW 100A, 3 POLE NEMA 4 FUSIBLE
SAFETY SWITCH FOR ELEVATOR POWER (BASE BID)
FOR DEDUCTIVE ALTERNATE NO.6, RE-USE EXISTING
FUSIBLE SAFTY SWITCH. COORDINATE DISCONNECT
LOCATION WITH ELEVATOR EQUIPMENT SUPPLIER.

2099

FIVHK

S (o
@let

< > EXISTING
PANEL 'LP-1'

il

o

|
|
=

PROVIDE A NEW NEMA 4 FIRE ALARM PULL STATION
(BASE BID). NEW PULL STATION MANUFACTURER
SHALL BE THE SAME AS EXISTING. FOR DEDUCTIVE
ALTERNATE NO.6, RE-USE EXISTING FIRE ALARM

Mi4.
PULL STATION.
MI5.

PROVIDE A NEW NEMA 4, 15 CANDELA FIRE ALARM
HORN/STROBE (BASE BID). NEW HORN/STROBE
MANUFACTURER SHALL BE THE SAME AS EXISTING.
FOR DEDUCTIVE ALTERNATE NO.6, RE-USE EXISTING
FIRE ALARM HORN/STROBE.

GENERAL DEMOLITION NOTES:

1. THE GENERAL CONTRACTOR SHALL COORDINATE
THE EXTENT OF THE REQUIRED DEMOLITION OF
THE EXISTING BUILDING AS REQUIRED TO
FACILITATE THE CONSTRUCTION OF THE
PROJECT AS SHOWN AS PART OF THIS WORK.

2. ALL DEMOLITION SHALL BE APPROVED BY THE
OWNER PRIOR TO COMMENCEMENT AND SHALL
BE PERFORMED AS UNDER REQUIREMENTS AND
APPROVAL OF THE LOCAL CODE JURISDICTIONS.

() DEMOLITION KEYED NOTES:

DI. REMOVE EXISTING UNIT HEATER ¢ THERMOSTAT.

D2. REMOVE EXISTING ELEVATOR CONTROL CABINET
¢ ALL ASSOCIATED CONDUIT, RACEWAYS, ETC.

D3. REMOVE EXISTING FIRE ALARM STROBE ¢ PULL
STATION. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE NO.6.

D4. REMOVE EXISTING FIRE EXTINGUISHER.
SALVAGE FOR REINSTALLATION AS PART OF
DEDUCTIVE ALTERNATE NO.6..

D5. REMOVE EXISTING ELECTRICAL DISCONNECT
SWITCHES. SALVAGE FOR REINSTALLATION AS
PART OF DEDUCTIVE ALTERNATE NO.6.

De. REMOVE EXISTING ELEVATOR MOTOR.

D7. REMOVE EXISTING THROUGH WALL AIR
CONDITIONING UNIT.

D8. REMOVE EXISTING SIGNAL FIXTURES, HOISTWAY
DOOR PANELS & ASSOCIATED EQUIPMENT, ¢
JAMB MARKING PLATES WHERE NEW WILL BE
PROVIDED @ EACH OF THE (7) FLOOR SERVED.
COORDINATE WITH TYPICAL STAIR TOWER 2
FLOOR PLAN.

DA. REMOVE EXISTING CAR DOOR PANELS,
ASSOCIATED EQUIPMENT, ¢ CAR OPERATING
PANEL.

D10. REMOVE EXISTING LIGHT FIXTURES. SALVAGE
FOR REINSTALLATION AS PART OF DEDUCTIVE
NO.6.

Dil. REMOVE EXISTING RECEPTACLE.

Di2. REMOVE EXISTING SMOKE DETECTOR. SALVAGE
FOR REINSTALLATION.

DI13. REMOVE EXISTING LIGHT SWITCH.

GENERAL NOTES:

1. DIMENSIONS PRECEDED BY + MUST BE
VERIFIED ¢ ALL NECESSARY ADJUSTMENTS
MADE PRIOR TO FABRICATION ¢/0R
INSTALLATION OF AFFECTED WORK.

2. THESE DRAWINGS ARE DIAGRAMMATIC IN

NATURE ¢ ARE INTENDED TO PORTRAY THE
GENERAL SCOPE OF THE WORK. THE DRAWINGS
MUST BE UTILIZED IN COORDINATION WITH THE
SPECIFICATIONS IN ORDER TO FULLY
ENCOMPASS THE TOTAL SCOPE OF WORK.

3. PROVIDE ALL NEW ELEVATOR PENTHOUSE,

HOISTWAY, ¢ CAR WIRING. NO EXISTING WIRING
IS TO BE REUSED.

ALTERNATE 2:

1. REMOVE ¢ REPLACE ROOF AS NECESSARY TO
REPLACE ELEVATOR MACHINE.

STAIR TOWER 2 —

STAIR TOWER I—\

[

4. LEIGHTON PLAZA
KEY PLAN
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City of South Bend
Project Number 115-143

AIR CONDITIONING SPLIT SYSTEM

EVAPORATOR CONDENSER LOCATION | REMARKS
MARK MODEL Mbh | CFM | V/IP | MARK MODEL Mbh | SEER V/P
AC-1 | FAQ24PVJU | 24 ©30 | 208/1| CU-1 |RZ@24PVJua| 24 17 208/1| WAYNE |1, 2

1. BASED ON "DAIKIN".
2. CU-1 TO BE MOUNTED ON EXISTING CONCRETE WALL WITH (2) STEEL BRACKETS, EACH WITH
(2) %" EPOXY ANCHORS. M™MOUNT THE UNIT 10'-0" ABOVE THE ADJACENT PARKING DECK.

ELECTRIC UNIT HEATER

MARK MODEL # CFM KW \"/l 4 LOCATION | REMARKS
EUH-1 EGHB 700 75 208/1 WAYNE 1
EUH-2 EGHB 700 5 27N LEIGHTON |1

1. BASED ON "REZNOR'.

03/09/2016 ISSUED FOR CONSTRUCTION
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